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(57) ABSTRACT

A gate driving circuit includes a shift register circuit and an
auxiliary circuit which are disposed at different sides of a
pixel array. The shift register circuit includes an (N-1)th shift
register stage for generating an (N-1)th gate signal according
to a first clock, an Nth shift register stage for generating an
Nith gate signal according to a second clock, and an (N+1)th
shift register stage for generating an (N+1)th gate signal
according to a third clock. The auxiliary circuit includes a first
transistor. The first transistor performs the signal voltage
stabilization and level switching acceleration operations on
the Nth gate signal according to the (N-1)th gate signal and
the second clock.
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In (irst period, shill register circuil
outputs gate signal SGn-1 having first
[evel, gate signal SGn having second level,

and gate signal SGn+1 having second
level to pixel array and auxiliary circuit

700
S755 s

[n third period, auxiliary circuit stabilizes
gale signal SGn-1 Lo [irst level according

to eate signal SGn and clock CK2

S715 ~S710

In Tirst period, auxiliary circuit
stabilizes gate signal SGn to second
level according to gate signal SGn-1

and clock CK3

S760 v
In third period, auxiliary circuit
stabilizes gate signal SGn to first level
according to gate signal SGn+1 and
clock CK3

y S720

S765 V

In second period, shift register circuit
outputs gate signal SGn-1 having first
level, gate signal SGn having first level,

and gate signal SGn+! having second
level to pixel array and auxiliary circuit

In fourth period, shift register circuit

outputs gate signal SGn-1 having second

level, gate signal SGn having first level,

and gate signal SGn+1 having first level
to pixel array and auxiliary circuit

y S725

S770

In second period, auxiliary circuit
performs switching acceleration on
gatc signal SGn from sccond level to

first level according to gate signal

SGn-1 and clock CK3

S730

In second period, auxiliary circuit
stabilizes gate signal SGn+1 to second
level according to gate signal SGn and

clock CK4
v S733
In second period, auxiliary circuit
stabilizes gate signal SGn-1 to first level
according Lo gale signal SGn and clock
CK2

S740

In fourth period, auxiliary circuit
stabilizes gate signal SGn to first
level according to gatc signal
SGn+l and clock CK3

ST7S
In fourth period, auxiliary circuit
performs swilching acceleralion on gale
signal SGn-1 from first level to second
level according to gate signal SGn and
clock CK2, thereby stabilizing gatc
signal SGn-1 at second level

S780

In fourth period, auxiliary circuit
stabilizcs gate signal SGn+1 to first level
according to gate signal SGn and clock
CK4

In third period, shift register circuit
oulpuls gale signal SGn-1 having [irsl
level, gate signal SGn having first level,
and gate signal SGn+1 having first level
to pixcl array and auxiliary circuit

S745
In third period, auxiliary circuit stabilizes
gatc signal SGn to first level according to
gate signal SGn-1 and clock CK3

v S750
In third period, auxiliary circuit
performs switching acceleration on
gale signal SGn+1 [Tom second level
to first level according to gate signal
SGn and clock CK4

S785 v
In fifth period, shift register circuit
outputs gate signal SGn-1 having second
level, gate signal SGn having second
level, and gate signal SGn+!1 having first
level to pixel array and auxiliary circuit
5790
In [ifth period, auxiliary circuil
performs switching acceleration on gate
signal SGn from first level to second
level according to gate signal SGn+1 and
clock CK3, thereby stabilizing gate
signal SGn Lo second level

FIG. 6
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[n first period, shilt register S810

circuit outputs gate signal SGn-1 |~ //_ 300
having first level, gate signal SGn |
having second level, and gate In third period following second
Signal SGn havmg second level +1 periodY shift register circuit
to pixel array and auxiliary circuit, outputs gate signal SGn-1 having
where second level is different S835| first level, gate signal SGn having
from first level ~ first level, and gate signal SGn+1
S815 having first level to pixel array

In Tirst period, auxiliary circuil %
stabilizes gate signal SGn to
second level according to gate
signal SGn-1 having first level and S840
clock CK3 having second level .

and auxiliary circuil

[n third period, auxiliary circuit
stabilizes gate signal SGn to
first level according to gate

signal SGn-1 having first level

and clock CK3 having first level

In second period Tollowing Tirst
period, shift register circuit
outputs gate signal SGn-1 having
first level, gate signal SGn
having first level, and gate signal
SGn+1 having second level to
pixel array and auxiliary circuit

9890 In third period, auxiliary circuit
9845 performs switching acceleration
Ny on gale signal SGn+l1 [rom sccond
level Lo [irst level according Lo
gate signal SGn having first level
[ ] \|/ 3 T and clock CK4 having first level
n second period, auxiliary 1
Cirlcuiiperformi S\YitChlil;gG In fourth period following third
acceleration on gate signal SGn iod. shift recister circuit
s > period, shift register circui
o s Tt | s 2 ot s v
" o et o |, second level, gate signal SGn
having [irst level and clock CK3 having first level, and gate signal

having first level SGn+l having first level to pixel

v array and auxiliary circuit
In second period, auxiliary circuit | S830 <855
stabilizes gate signal SGn+1 to — ] In fourth period, auxiliary
second level according to gate circuit stabilizes gate signal
signal SGn having first level and SGn+l to first level according to
clock CK4 having second level gate signal SGn having first level

T and clock CK4 having [irsl level

FIG. 7
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In first period, shift register
circuit outputs gate signal SGn+1
having [irsl level, gale signal SGn
having first level, and gate signal
SGn-1 having first level to pixel

array and auxiliary circuit

S910

v

In first period, auxiliary circuit
stabilizes gate signal SGn to first
level according to gate signal
SGn+l1 having first level and
clock CK3 having first level

S915
|

In first period, auxiliary circuit
stabilizes gate signal SGn-1 to
first level according to gate
signal SGn having first level and
clock CK2 having first level

5920

v

In second period following first
period, shill register circuil
oulpuls gale signal SGn+1 having
first level, gate signal SGn having
first level, and gate signal SGn-1
having second level to pixel array
and auxiliary circuit, where second
level is different from first level

S925
|

v

In second period, auxiliary circuit
stabilizes gate signal SGn to first
level according to gate signal
SGn+1 having first level and
clock CK3 having first level

5930
|
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In sceond period, auxiliary circuil
performs switching acceleration
on gate signal SGn-1 from first
level to second level according to
oate signal SGn having first level

and clock CK2 having second
level, thereby stabilizing gate
signal SGn-1 to second level

v

In third period following second
period, shift register circuit
outputs gate signal SGn+1 having
[irst level, gale signal SGn having
second level, and gate signal
SGn-1 having second level to
pixel array and auxiliary circuit

v

In third period, auxiliary circuit
performs swilching
acccleration on gatc signal SGn
from first level to second level
according to gate signal SGn+1
having first level and clock CK3
having second level

5950
g

In fourth period following third
period, shift register circuit
outputs gate signal SGn+1 having
first level, gate signal SGn having
second level, and gate signal
SGn-1 having second levelt to
pixel array and auxiliary circuit

v

S955

In fourth period, auxiliary circuit
stabilizes gate signal SGn to
second level according to gate
signal SGn+1 having first level and

clock CK3 having sccond level

F1G. 8
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1
GATE DRIVING CIRCUIT WITH AN
AUXILIARY CIRCUIT FOR STABLIZING
GATE SIGNALS

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to gate driving circuits, and
particularly to a gate driving circuit and related gate driving
method having signal voltage stabilization and level switch-
ing acceleration mechanisms.

2. Description of the Prior Art

Flat screen displays have the advantage of small physical
volume. For example, liquid crystal displays (LLCDs) are a
type of flat screen display currently used widely. LCDs have
advantages of thin exterior, low power consumption, and zero
radiation. LCDs operate by changing voltage across two ter-
minals of a liquid crystal layer to alter arrangement of liquid
crystal molecules within the liquid crystal layer, so as to
change transparency of the liquid crystal layer, and display an
image using light provided by a backlight module. Generally
speaking, an L.LCD device comprises a pixel array having a
plurality of pixel units, a source driving circuit, and a gate
driving circuit. The source driving circuit is used for provid-
ing a plurality of data signals to the plurality of pixel units.
The gate driving circuit comprises a plurality of shift register
stages for generating a plurality of gate signals fed into the
plurality of pixel units, and thereby controlling writing of the
plurality of data signals. Thus, the gate driving circuit con-
trols key components related to data writing. However, after
the gate driving circuit feeds the plurality of gate signals into
the pixel array, a pulse of each gate signal will be distorted due
to parasitic resistance and capacitance of a gate line. And,
pulse distortion increases with increased pulse transmission
distance, which shrinks pixel recharge time, thereby reducing
image display quality. If two source driving circuits are dis-
posed on two sides of the pixel array, and each gate signal is
inputted from the two sides of the pixel array to reduce pulse
distortion, border regions of the two sides of the display panel
must have sufficiently large area to dispose the two source
driving circuits, which not only adds cost, but also reduces
design flexibility. Additionally, in operation of the gate driv-
ing circuit, a pull-down transistor of each shift register stage
stays in the conducting state for a long time in each frame
period, which causes transistor characteristic curve drift and
lowers operating stability.

SUMMARY OF THE INVENTION

According to an embodiment, a gate driving circuit is for
providing a plurality of gate signals to a plurality of gate lines
of a pixel array. The gate driving circuit comprises a shift
register circuit disposed on a first side of the pixel array. The
shift register circuit feeds the gate signals from the first side
into the pixel array. The shift register circuit comprises an
(N-1)th shift register stage electrically connected to an (N-1)
th gate line of the gate lines, the (N-1)th shift register stage
used for according to a first clock generating an (N-1)th gate
signal of the gate signals, an Nth shift register stage electri-
cally connected to an Nth gate line of the gate lines, the Nth
shift register stage used for generating an Nth gate signal of
the gate signals according to a second clock, and an (N+1)th
shift register stage electrically connected to an (N+1)th gate
line of the gate lines, the (N+1)th shift register stage used for
generating an (N+1)th gate signal of the gate signals accord-
ing to a third clock. An auxiliary circuit is disposed on a
second side of the pixel array different from the first side. The
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2

auxiliary circuit comprises a first transistor having a first
terminal used for receiving the second clock, a gate terminal
electrically connected to the (N-1)th gate line, and a second
terminal electrically connected to the Nth gate line.

According to an embodiment, a gate driving circuit for
providing a plurality of gate signals to a plurality of gate lines
of a pixel array comprises a shift register circuit disposed on
a first side of the pixel array, the shift register circuit feeding
the gate signals into the pixel array from the first side. The
shift register circuit comprises an (N-1)th shift register stage
electrically connected to an (N-1)th gate line of the gate lines,
the (N-1)th shift register stage used for generating an (N-1)th
gate signal of the gate signals according to a first clock, an Nth
shift register stage electrically connected to an Nth gate line
of the gate lines, the Nth shift register stage for generating an
Nth gate signal of the gate signals according to a second
clock, and an (N+1)th shift register stage electrically con-
nected to an (N+1)th gate line of the gate lines, the (N+1)th
shift register stage for generating an (N+1)th gate signal of the
gate signals according to a third clock. An auxiliary circuit is
disposed on a second side of the pixel array different from the
first side. The auxiliary circuit comprises a first transistor
having a first terminal used for receiving the first clock, a gate
terminal electrically connected to the Nth gate line, and a
second terminal electrically connected to the (N-1)th gate
line.

According to an embodiment, a gate driving method is for
use in driving a gate driving circuit having a shift register
circuit and an auxiliary circuit. The shift register circuit is
used for providing a plurality of gate signals to a pixel array,
and the shift register circuit and the auxiliary circuit are
disposed on two different sides of the pixel array. The gate
driving method comprises: in a first period, the shift register
circuit outputting an (N-1)th gate signal having first level and
an Nth gate signal having a second level of the gate signals to
the pixel array and the auxiliary circuit, where the second
level is different from the first level; in the first period, the
auxiliary circuit stabilizing the Nth gate signal to the second
level according to the (N-1)th gate signal having the first level
and a first clock having the second level; in a second period
after the first period, the shift register circuit outputting the
(N-1)th gate signal having the first level and the Nth gate
signal having the first level to the pixel array and the auxiliary
circuit; in the second period, the auxiliary circuit performing
accelerated switching of the Nth gate signal from the second
level to the first level according to the (N-1)th gate signal
having the first level and the first clock having the first level;
in a third period following the second period, the shift register
circuit outputting the (N-1)th gate signal having the first level
and the Nth gate signal having the first level to the pixel array
and the auxiliary circuit; and in the third period, the auxiliary
circuit stabilizing the Nth gate signal to the first level accord-
ing to the (N-1)th gate signal having the first level and the first
clock having the first level.

According to an embodiment, a gate driving method is for
use in driving a gate driving circuit having a shift register
circuit and an auxiliary circuit. The shift register circuit is for
providing a plurality of gate signals to a pixel array, and the
shift register circuit and the auxiliary circuit are disposed on
two different sides of the pixel array. The gate driving method
comprises: in a first period, the shift register circuit outputting
an (N+1)th gate signal having a first level and an Nth gate
signal having the first level of the gate signals to the pixel
array and the auxiliary circuit; in the first period, the auxiliary
circuit stabilizing the Nth gate signal to the first level accord-
ing to the (N+1)th gate signal having the first level and a first
clock having the first level; in a second period after the first
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period, the shift register circuit outputting the (N+1)th gate
signal having the first level and the Nth gate signal having a
second level to the pixel array and the auxiliary circuit, where
the second level is different from the first level; in the second
period, the auxiliary circuit performing accelerated switching
of Nth gate signal from the first level to the second level
according to the (N+1)th gate signal having the first level and
the first clock having the second level; in a third period after
the second period, the shift register circuit outputting the
(N+1)th gate signal having the first level and the Nth gate
signal having the second level to the pixel array and the
auxiliary circuit; and in the third period, the auxiliary circuit
stabilizing the Nth gate signal to the second level according to
the (N+1)th gate signal having the first level and the first clock
having the second level.

These and other objectives of the present invention will no
doubt become obvious to those of ordinary skill in the art after
reading the following detailed description of the preferred
embodiment that is illustrated in the various figures and draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a circuit diagram of a gate driving circuit accord-
ing to an embodiment.

FIG. 2 is a waveform diagram showing related signals of
the gate driving circuit of FIG. 1.

FIG. 3 is a circuit diagram of a gate driving circuit accord-
ing to another embodiment.

FIG. 4 is a diagram of a gate driving circuit according to
another embodiment.

FIG. 5 is a diagram of an Nth shift register stage of FIG. 1,
FIG. 3 and FIG. 4.

FIG. 6 is a flowchart showing a gate driving method based
on the gate driving circuit of FIG. 1.

FIG. 7 is a flowchart of a gate driving method based on the
gate driving circuit of FIG. 3.

FIG. 8 is a flowchart of a gate driving method based on the
gate driving circuit of FIG. 4.

DETAILED DESCRIPTION

In the following, a gate driving circuit and related gate
driving method are described in embodiments with reference
to the figures. However, the embodiments are not intended to
limit the scope of the present invention. Method step refer-
ence numerals are not intended to limit order of execution,
and any equivalent method generated by rearranging the
method steps is also considered part of the scope of the
present invention.

FIG. 1 is a circuit diagram of a gate driving circuit accord-
ing to an embodiment. As shown in FIG. 1, gate driving
circuit 100 comprises shift register circuit 110 and auxiliary
circuit 150. Gate driving circuit 100 is used for providing a
plurality of gate signals SG1-SGm to a plurality of gate lines
195 of pixel array 190. Shift register circuit 110 disposed on
a first side of pixel array 190 is used for feeding a plurality of
gate signals SG1-SGm from the first side of pixel array 190 to
a plurality of pixels PX, and then transmitting through a
second side to auxiliary circuit 150 through pixel array 190.
Auxiliary circuit 150 is disposed on the second side of pixel
array 190, which is different from the first side, for perform-
ing signal voltage stabilization and level switching accelera-
tion on a plurality of gate signals SG1-SGm. Shift register
circuit 110 comprises a plurality of shift register stages 120,
each shift register stage 120 used for generating a correspond-
ing gate signal according to a corresponding clock to be fed
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into a corresponding gate line 195. For convenience of
description, FIG. 1 shows the first through third shift register
stages, (N-2)th through (N+3)th shift register stages, and
(M-2)th through Mth shift register stages, where N is greater
than 5, and M is greater than (N+5). Auxiliary circuit 150
comprises a plurality of first auxiliary transistors 160 and a
plurality of second auxiliary transistors 170. Each first aux-
iliary transistor 160 is used for performing signal voltage
stabilization and level switching acceleration on the next-
stage gate signal according to a corresponding gate signal and
acorresponding clock. Each second auxiliary transistor 170 is
used for performing signal voltage stabilization and level
switching acceleration on the previous-stage gate signal
according to a corresponding gate signal and a corresponding
clock. Additionally, the first side and the second side may be,
for example, two opposite sides or two neighboring sides, and
gate driving circuit 100 is disposed in a panel comprising
pixel array 190.

For example, first shift register stage 120 electrically con-
nected to gate line GL1 is used for generating gate signal SG1
fed into gate line GL1 according to clock CK1, and first
auxiliary transistor P1 electrically connected to gate line GL.1
and gate line GL.2 performs signal voltage stabilization and
level switching acceleration on gate signal SG2 according to
gate signal SG1 and clock CK2. Second shift register stage
120 electrically connected to gate line GL.2 is used for gen-
erating gate signal SG2 fed into gate line GL.2 according to
clock CK2. First auxiliary transistor P2 electrically con-
nected to gate line GL.2 and gate line GL.3 performs signal
voltage stabilization and level switching acceleration on gate
signal SG3 according to gate signal SG2 and clock CK3.
Second auxiliary transistor Q2 electrically connected to gate
line GL.2 and gate line GL.1 performs signal voltage stabili-
zation and level switching acceleration on gate signal SG1
according to gate signal SG2 and clock CK1.

(N=1)th shift register stage 120 electrically connected to
gate line GLn-1 is used for generating gate signal SGn-1 fed
into gate line GL.n-1 according to clock CK2. First auxiliary
transistor Pn—1 electrically connected to gate line GL.n-1 and
gate line GLn performs signal voltage stabilization and level
switching acceleration on gate signal according to gate signal
SGn-1 and clock CK3 SGn. Second auxiliary transistor
Qn-1 electrically connected to gate line GL.n-1 and gate line
GLn-2 performs signal voltage stabilization and level
switching acceleration on gate signal SGn-2 according to
gate signal SGn-1 and clock CK1. Nth shift register stage 120
electrically connected to gate line GLn is used for generating
gate signal SGn fed into gate line GLn according to clock
CK3. First auxiliary transistors Pn electrically connected to
gate line GLn and gate line GLn+1 performs signal voltage
stabilization and level switching acceleration on gate signal
SGn+1 according to gate signal SGn and clock CK4. Second
auxiliary transistor Qn electrically connected to gate line GL.n
and gate line GL.n-1 performs signal voltage stabilization and
level switching acceleration on gate signal SGn-1 according
to gate signal SGn and clock CK2. (N+1)th shift register stage
120 electrically connected to gate line GLn+1 is used for
generating gate signal SGn+1 fed into gate line GLn+1
according to clock CK4. First auxiliary transistor Pn+1 elec-
trically connected to gate line GLn+1 and gate line GL.n+2
performs signal voltage stabilization and level switching
acceleration on gate signal SGn+2 according to gate signal
SGn+1 and clock CK5. Second auxiliary transistor Qn+1
electrically connected to gate line GLn+1 and gate line GLn
performs signal voltage stabilization and level switching
acceleration on gate signal SGn according to gate signal
SGn+1 and clock CK3.
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(M-1)th shift register stage 120 electrically connected to
gate line GLm-1 is used for generating gate signal SGm-1
fed into gate line GLm-1 according to clock CKS5. First
auxiliary transistors Pm-1 electrically connected to gate line
GLm-1 and gate line GL.m performs signal voltage stabili-
zation and level switching acceleration on gate signal SGm
according to gate signal SGm-1 and clock CKé6. Second
auxiliary transistor Qm-1 electrically connected to gate line
GLm-1 and gate line GLm-2 performs signal voltage stabi-
lization and level switching acceleration on gate signal
SGm-2 according to gate signal SGm~-1 and clock CK4. Mth
shift register stage 120 electrically connected to gate line
GLm is used for generating gate signal SGm fed into gate line
GLm according to clock CK6. Second auxiliary transistor
Qm electrically connected to gate line GLm and gate line
GLm-1 performs signal voltage stabilization and level
switching acceleration on gate signal SGm-1 according to
gate signal SGm and clock CK5. Please note that Mth shift
register stage 120 is the last shift register stage of shift register
circuit 110.

In auxiliary circuit 150 of the embodiment shown in FIG. 1,
first auxiliary transistor P1 has first terminal used for receiv-
ing clock CK2, gate terminal electrically connected to gate
line GLL1, and second terminal electrically connected to gate
line GL2. First auxiliary transistor P2 has first terminal used
for receiving clock CK3, gate terminal electrically connected
to gate line GL.2, and second terminal electrically connected
to gate line GL3. Second auxiliary transistor Q2 has first
terminal used for receiving clock CK1, gate terminal electri-
cally connected to gate line GL.2, and second terminal elec-
trically connected to gate line GL1. First auxiliary transistor
Pn-1 has first terminal used for receiving clock CK3, gate
terminal electrically connected to gate line GL.n-1, and sec-
ond terminal electrically connected to gate line GLn. Second
auxiliary transistor Qn-1 has first terminal used for receiving
clock CK1, gate terminal electrically connected to gate line
GLn-1, and second terminal electrically connected to gate
line GLn-2. First auxiliary transistor Pn has first terminal
used for receiving clock CK4, gate terminal electrically con-
nected to gate line GLn, and second terminal electrically
connected to gate line GLn+1. Second auxiliary transistor Qn
has first terminal used for receiving clock CK2, gate terminal
electrically connected to gate line GLn, and second terminal
electrically connected to gate line GLn-1. First auxiliary
transistor Pn+1 has first terminal used for receiving clock
CK5, gate terminal electrically connected to gate line GLn+1,
and second terminal electrically connected to gate line GLn+
2. Second auxiliary transistor Qn+1 has first terminal used for
receiving clock CK3, gate terminal electrically connected to
gate line GLn+1, and second terminal electrically connected
to gate line GLn. First auxiliary transistor Pm-1 has first
terminal used for receiving clock CK6, gate terminal electri-
cally connected to gate line GLm-1, and second terminal
electrically connected to gate line GLm. Second auxiliary
transistor Qm-1 has first terminal used for receiving clock
CK4, gate terminal electrically connected to gate line GLm-
1, and second terminal electrically connected to gate line
GLm-2. Second auxiliary transistor Qm has first terminal
used for receiving clock CKS5, gate terminal electrically con-
nected to gate line GLm, and second terminal electrically
connected to gate line GLm-1. Interconnections between
other first auxiliary transistors 160 and second auxiliary tran-
sistors 170 can be derived similarly.

FIG. 2 is a waveform diagram showing related signals of
the gate driving circuit of FIG. 1. The horizontal axis repre-
sents time. In FIG. 2, signals from top to bottom are clock
CK1, clock CK2, clock CK3, clock CK4, clock CKS5, clock
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CK6, gate signal SGn-2, gate signal SGn-1, gate signal SGn,
gate signal SGn+1, and gate signal SGn+2. As shown in FIG.
2, waveforms of clocks CK1-CK6 are sequentially separated
by 30 degree phase difference, and all clocks CK1-CK6
switch level periodically between first level VL1 and second
level VL2 which are different. Referring to FIG. 2 and FIG. 1,
in period T1, (N-1)th shift register stage 120 outputs gate
signal SGn-1 having first level VL1, Nth shift register stage
120 outputs gate signal SGn having second level VL2, and
(N+1)th shift register stage 120 outputs gate signal SGn+1
having second level VL.2. At that time, first auxiliary transis-
tor Pn-1 stabilizes gate signal SGn to second level VL2
according to gate signal SGn-1 having first level VL1 and
clock CK3 having second level VL2, and second auxiliary
transistor Qn-1 stabilizes gate signal SGn-2 to firstlevel VL1
according to gate signal SGn-1 having first level VL1 and
clock CK1 having first level VLL1. In period T2, (N-1)th shift
register stage 120 outputs gate signal SGn-1 having first level
VL1, Nth shift register stage 120 outputs gate signal SGn
having first level VL1, and (N+1)th shift register stage 120
outputs gate signal SGn+1 having second level VL.2. At that
time, first auxiliary transistor Pn-1 performs switching accel-
eration on gate signal SGn from second level VL2 to first level
VL1 according to gate signal SGn-1 having first level VL1
and clock CK3 having first level VL1, first auxiliary transistor
Pn stabilizes gate signal SGn+1 to second level VL2 accord-
ing to gate signal SGn having first level VL1 and clock CK4
having second level VL2, second auxiliary transistor Qn sta-
bilizes gate signal SGn-1 to first level VL1 according to gate
signal SGn having first level VL1 and clock CK2 having first
level VL1, and second auxiliary transistor Qn-1 stabilizes
gate signal SGn-2 to first level VL1 according to gate signal
SGn-1 having first level VL1 and clock CK1 having first level
VLI.

In period T3, (N-1)th shift register stage 120 outputs gate
signal SGn-1 having first level VL1, Nth shift register stage
120 outputs gate signal SGn having first level VL1, and (N+1)
th shift register stage 120 outputs gate signal SGn+1 having
first level VL1. At that time, first auxiliary transistor Pn-1
stabilizes gate signal SGn to first level VL1 according to gate
signal SGn-1 having first level VL1 and clock CK3 having
first level VL1, first auxiliary transistors Pn perform switch-
ing acceleration on gate signal SGn+1 from second level VL2
to first level VL1 according to gate signal SGn having first
level VL1 and clock CK4 having first level VL1, second
auxiliary transistor Qn stabilizes gate signal SGn-1 to first
level VL1 according to gate signal SGn having first level VL1
and clock CK2 having first level VL1, and second auxiliary
transistor Qn+1 stabilizes gate signal SGn to first level VL1
according to gate signal SGn+1 having first level VL1 and
clock CK3 having first level VL1.

In period T4, (N-1)th shift register stage 120 outputs gate
signal SGn-1 having second level VL2, Nth shift register
stage 120 outputs gate signal SGn having first level VL1, and
(N+1)th shift register stage 120 outputs gate signal SGn+1
having first level VL1. At that time, second auxiliary transis-
tor Qn+1 stabilizes gate signal SGn to first level VL1 accord-
ing to gate signal SGn+1 having first level VL1 and clock
CK3 having first level VL1, second auxiliary transistor Qn
performs switching acceleration on gate signal SGn-1 from
first level VL1 to second level VL2 according to gate signal
SGn having first level VL1 and clock CK2 having second
level VL2, first auxiliary transistor Pn stabilizes gate signal
SGn+1 to first level VL1 according to gate signal SGn having
first level VL1 and clock CK4 having first level VL1, and first
auxiliary transistors Pn+1 stabilizes gate signal SGn+2 to first
level VL1 according to gate signal SGn+1 having first level
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VL1 and clock CKS5 having first level VL1. In period T5,
(N=D)th shift register stage 120 outputs gate signal SGn-1
having second level VL2, Nth shift register stage 120 outputs
gate signal SGn having second level VL2, and (N+1)th shift
register stage 120 outputs gate signal SGn+1 having first level
VL1. At that time, second auxiliary transistors Qn+1 per-
forms switching acceleration on gate signal SGn from first
level VL1 to second level VL2 according to gate signal
SGn+1 having first level VL1 and clock CK3 having second
level VL2, and first auxiliary transistors Pn+1 stabilizes gate
signal SGn+2 to first level VL1 according to gate signal
SGn+1 having firstlevel VL1 and clock CK5 having first level
VLI.

From the above it can be seen that in operation of gate
driving circuit 100, distortion of all gate signals can be
reduced through signal voltage stabilization and level switch-
ing acceleration performed by auxiliary circuit 150, thereby
increasing pixel recharge time, and thus improving image
display quality. Additionally, in each frame period, each aux-
iliary transistor 160/170 of auxiliary circuit 150 only con-
ducts during the pulse period of the related gate signal, which
prevents occurrence of transistor characteristic curve drift
and improves operation stability.

FIG. 3 is a circuit diagram of a gate driving circuit accord-
ing to another embodiment. As shown in FIG. 3, gate driving
circuit 200 comprises shift register circuit 210 and auxiliary
circuit 250. Shift register circuit 210 and auxiliary circuit 250
are disposed on two different sides of pixel array 190. Internal
architecture and related operations of shift register circuit 210
are the same as those of shift register circuit 110 shown in
FIG. 1, and are not described again here. Auxiliary circuit 250
is used for performing signal voltage stabilization and level
switching acceleration on a plurality of gate signals SG1-
SGm. Auxiliary circuit 250 comprises a plurality of first
auxiliary transistors 260, each first auxiliary transistor 260
being used for performing signal voltage stabilization and
level switching acceleration of a next gate signal according to
the corresponding gate signal and the corresponding clock.
For example, first auxiliary transistor Al electrically con-
nected to gate line GL.1 and gate line GL.2 performs signal
voltage stabilization and level switching acceleration on gate
signal SG2 according to gate signal SG1 and clock CK2. First
auxiliary transistor A2 electrically connected to gate line GL.2
and gate line GL3 performs signal voltage stabilization and
level switching acceleration on gate signal SG3 according to
gate signal SG2 and clock CK3. First auxiliary transistor
An-1 electrically connected to gate line GL.n-1 and gate line
GLn performs signal voltage stabilization and level switching
acceleration on gate signal SGn according to gate signal
SGn-1 and clock CK3. First auxiliary transistor An electri-
cally connected to gate line GL.n and gate line GLn+1 per-
forms signal voltage stabilization and level switching accel-
eration on gate signal SGn+1 according to gate signal SGn
and clock CK4. First auxiliary transistor An+1 electrically
connected to gate line GLn+1 and gate line GLn+2 performs
signal voltage stabilization and level switching acceleration
on gate signal SGn+2 according to gate signal SGn+1 and
clock CKS5. First auxiliary transistor Am-2 electrically con-
nected to gate line GLm-2 and gate line GLm-1 performs
signal voltage stabilization and level switching acceleration
on gate signal SGm-1 according to gate signal SGm-2 and
clock CKS5. First auxiliary transistor Am-1 electrically con-
nected to gate line GLm-1 and gate line GL.m performs signal
voltage stabilization and level switching acceleration on gate
signal SGm according to gate signal SGm-1 and clock CK6.

In the auxiliary circuit 250 shown in FIG. 3, first auxiliary
transistor A1 has first terminal used for receiving clock CK2,
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gate terminal electrically connected to gate line GL.1, and
second terminal electrically connected to gate line GL.2. First
auxiliary transistor A2 has first terminal used for receiving
clock CK3, gate terminal electrically connected to gate line
GL2, and second terminal electrically connected to gate line
GL3. First auxiliary transistor An-1 has first terminal used for
receiving clock CK3, gate terminal electrically connected to
gate line GL.n-1, and second terminal electrically connected
to gate line GLn. First auxiliary transistor An has first termi-
nal used for receiving clock CK4, gate terminal electrically
connected to gate line GLn, and second terminal electrically
connected to gate line GLn+1. First auxiliary transistors
An+1 has first terminal used for receiving clock CKS5, gate
terminal electrically connected to gate line GLn+1, and sec-
ond terminal electrically connected to gate line GLn+2. First
auxiliary transistor Am-2 has first terminal used for receiving
clock CKS5, gate terminal electrically connected to gate line
GLm-2, and second terminal electrically connected to gate
line GLm-~1. First auxiliary transistor Am-1 has first terminal
used for receiving clock CK6, gate terminal electrically con-
nected to gate line GLm-1, and second terminal electrically
connected to gate line GLm. Interconnections between other
first auxiliary transistors 260 can be derived similarly.

Related signals of gate driving circuit 200 are similar to
those shown in FIG. 2. Referring to FIG. 2 and FIG. 3, in
period T1, first auxiliary transistor An-1 stabilizes gate signal
SGn to second level VL2 according to gate signal SGn-1
having first level VL1 and clock CK3 having second level
VL2. In period T2, first auxiliary transistor An-1 performs
switching acceleration on gate signal SGn from second level
VL2 to first level VL1 according to gate signal SGn-1 having
first level VL1 and clock CK3 having first level VL1. First
auxiliary transistor An stabilizes gate signal SGn+1 to second
level VL2 according to gate signal SGn having first level VL1
and clock CK4 having second level VL.2. In period T3, first
auxiliary transistor An—1 stabilizes gate signal SGn to first
level VL1 according to gate signal SGn-1 having first level
VL1 and clock CK3 having first level VL1. First auxiliary
transistor An performs switching acceleration on gate signal
SGn+1 from second level VL2 to first level VL1 according to
gate signal SGn having first level VL1 and clock CK4 having
first level VL1. In period T4, first auxiliary transistor An
stabilizes gate signal SGn+1 to first level VL1 according to
gate signal SGn having first level VL1 and clock CK4 having
first level VL1. First auxiliary transistor An+1 stabilizes gate
signal SGn+2 to first level VL1 according to gate signal
SGn+1 having first level VL1 and clock CK5 having first level
VL1. In period T5, first auxiliary transistor An+1 stabilizes
gate signal SGn+2 to first level VL1 according to gate signal
SGn+1 having first level VL1 and clock CK5 having first level
VLI.

From the above, it can be seen that in operation of gate
driving circuit 200, distortion of all gate signals can be
reduced through signal voltage stabilization and level switch-
ing acceleration of auxiliary circuit 250, thereby increasing
pixel recharging time, and also increasing image display
quality. Additionally, in each frame period, all first auxiliary
transistors 260 of auxiliary circuit 250 only conduct during
the pulse period of the corresponding gate signal, which can
prevent occurrence of transistor characteristic curve drift and
increase operation stability.

FIG. 4 is a diagram of a gate driving circuit according to
another embodiment. As shown in FIG. 4, gate driving circuit
300 comprises shift register circuit 310 and auxiliary circuit
350. Shift register circuit 310 and auxiliary circuit 350 are
disposed on two different sides of pixel array 190. Internal
architecture and related functions of shift register circuit 310
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are the same as those of shift register circuit 110 of FIG. 1, and
not described here. Auxiliary circuit 350 is used for perform-
ing signal voltage stabilization and level switching accelera-
tion on a plurality of gate signals SG1-SGm. Auxiliary circuit
350 comprises a plurality of second auxiliary transistors 370,
each second auxiliary transistor 370 being used for perform-
ing signal voltage stabilization and level switching accelera-
tion on the previous gate signal according to the correspond-
ing gate signal and the corresponding clock. For example,
second auxiliary transistor B2 electrically connected to gate
line GL.2 and gate line GL.1 performs signal voltage stabili-
zation and level switching acceleration on gate signal SG1
according to gate signal SG2 and clock CK1. Second auxil-
iary transistor B3 electrically connected to gate line GL.3 and
gate line GL.2 performs signal voltage stabilization and level
switching acceleration on gate signal SG2 according to gate
signal SG3 and clock CK2. Second auxiliary transistor Bn—1
electrically connected to gate line GLn-1 and gate line
GLn-2 performs signal voltage stabilization and level
switching acceleration on gate signal SGn-2 according to
gate signal SGn-1 and clock CK1. Second auxiliary transis-
tor Bn electrically connected to gate line GLn and gate line
GLn-1 performs signal voltage stabilization and level
switching acceleration on gate signal SGn-1 according to
gate signal SGn and clock CK2. Second auxiliary transistor
Bn+1 electrically connected to gate line GL.n+1 and gate line
GLn performs signal voltage stabilization and level switching
acceleration on gate signal SGn according to gate signal
SGn+1 and clock CK3. Second auxiliary transistor Bm-1
electrically connected to gate line GLm-1 and gate line
GLm-2 performs signal voltage stabilization and level
switching acceleration on gate signal SGm-2 according to
gate signal SGm-1 and clock CK4. Second auxiliary transis-
tor Bm electrically connected to gate line GLm and gate line
GLm-1 performs signal voltage stabilization and level
switching acceleration on gate signal SGm-1 according to
gate signal SGm and clock CK5.

In the auxiliary circuit 350 of FIG. 4, second auxiliary
transistor B2 has first terminal used for receiving clock CK1,
gate terminal electrically connected to gate line GL.2, and
second terminal electrically connected to gate line GL1. Sec-
ond auxiliary transistor B3 has first terminal used for receiv-
ing clock CK2, gate terminal electrically connected to gate
line GL3, and second terminal electrically connected to gate
line GL.2. Second auxiliary transistor Bn-1 has first terminal
used for receiving clock CK1, gate terminal electrically con-
nected to gate line GLn-1, and second terminal electrically
connected to gate line GL.n-2. Second auxiliary transistor Bn
has first terminal used for receiving clock CK2, gate terminal
electrically connected to gate line GLn, and second terminal
electrically connected to gate line GLn-1. Second auxiliary
transistor Bn+1 has first terminal used for receiving clock
CK3, gate terminal electrically connected to gate line GL.n+1,
and second terminal electrically connected to gate line GLn.
Second auxiliary transistor Bm-1 has first terminal used for
receiving clock CK4, gate terminal electrically connected to
gate line GL.m-1, and second terminal electrically connected
to gate line GLm-2. Second auxiliary transistor Bm has first
terminal used for receiving clock CK5, gate terminal electri-
cally connected to gate line GLm, and second terminal elec-
trically connected to gate line GLm-1. Interconnections
between other second auxiliary transistors 370 can be derived
similarly.

Related signals of gate driving circuit 300 have waveforms
similar to those shown in FIG. 2. Referring to FIG. 2 and FIG.
4, in period T1, second auxiliary transistor Bn-1 stabilizes
gate signal SGn-2 to first level VL1 according to gate signal
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SGn-1 having first level VL1 and clock CK1 having first level
VL1.Inperiod T2, second auxiliary transistor Bn—1 stabilizes
gate signal SGn-2 to first level VL1 according to gate signal
SGn-1 having first level VL1 and clock CK1 having first level
VL1. Second auxiliary transistor Bn stabilizes gate signal
SGn-1 to first level VL1 according to gate signal SGn having
firstlevel VL1 and clock CK2 having firstlevel VL1. In period
T3, second auxiliary transistor Bn stabilizes gate signal
SGn-1 to first level VL1 according to gate signal SGn having
first level VL1 and clock CK2 having first level VL1. Second
auxiliary transistor Bn+1 stabilizes gate signal SGn to first
level VL1 according to gate signal SGn+1 having first level
VL1 and clock CK3 having first level VL1. In period T4,
second auxiliary transistor Bn performs switching accelera-
tion on gate signal SGn-1 from first level VL1 to second level
VL2 according to gate signal SGn having first level VL1 and
clock CK2 having second level VL1. Second auxiliary tran-
sistor Bn+1 stabilizes gate signal SGn to first level VL1
according to gate signal SGn+1 having first level VL1 and
clock CK3 having first level VL1. In period T5, second aux-
iliary transistor Bn+1 performs switching acceleration on
gate signal SGn from first level VL1 to second level VL2
according to gate signal SGn+1 having first level VL1 and
clock CK3 having second level VL1.

It can be seen from the above that, in operation of gate
driving circuit 300, distortion of all gate signals can be
reduced through signal voltage stabilization and level switch-
ing acceleration performed by auxiliary circuit 350, thereby
increasing pixel recharge time, and thus improving image
display quality. Additionally, in each frame period, each sec-
ond auxiliary transistor 370 of auxiliary circuit 350 only
conducts during the pulse period of the corresponding gate
signal, which can prevent occurrence of transistor character-
istic curve drift and increase operation stability.

FIG. 5 is a diagram of an Nth shift register stage of FIG. 1,
FIG. 3 and FIG. 4. As shown in FIG. 5, Nth shift register stage
120 comprises input unit 510, pull-up unit 520, energy storing
unit 530, control unit 540, first pull-down unit 550, second
pull-down unit 560, and third pull-down unit 570. Input unit
510 is used for outputting driving control voltage VQn
according to gate signal SGn-6. Pull-up unit 520 is used for
pulling up gate signal SGn of gate line GLn according to
driving control voltage VQn and clock CK3. Energy storing
unit 530 is used for performing charging/discharging proce-
dures according to driving control voltage VQn. Control unit
540 is used for generating control signal SCn according to
driving control voltage VQn and clock CK3. First pull-down
unit 550 is used for pulling down gate signal SGn according
to control signal SCn. First pull-down unit 550 can also pull
down gate signal SGn according to clock XCK3 (inverse of
clock CK3). Second pull-down unit 560 is used for pulling
down driving control voltage VQn according to control signal
SCn. Third pull-down unit 570 is used for pulling down
driving control voltage VQn according to gate signal SGn+6.
Internal structure and functions of other shift register stages
120 shown in FIG. 1, FIG. 3, and FIG. 4 can be derived
according to the Nth shift register stage 120 shown in FIG. 5.
Please note that internal architecture and functions of Nth
shift register stage 120 are not limited to those shown in FIG.
5. Any functional circuit that can generate a plurality of gate
signals having partially-overlapping pulses according to a
plurality of clocks having partially-overlapping pulses can act
as the shift register circuit of the gate driving circuit. Addi-
tionally, the gate driving circuit is not limited to using the
clocks CK1-CK6 and the inverted clocks thereof to perform
gate signal scanning operation. For example, gate signal scan-
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ning can also be based on a four system clock mechanism, as
long as consecutive clocks have overlapping pulses.

FIG. 6 is a flowchart showing a gate driving method based
on the gate driving circuit of FIG. 1. As shown in FIG. 6, a
process 700 of the gate driving method used in gate driving
circuit 100 comprises the following steps:

Step S710: In first period, shift register circuit 110 outputs
gate signal SGn-1 having first level, gate signal SGn having
second level, and gate signal SGn+1 having second level to
pixel array 190 and auxiliary circuit 150, where second level
is different from first level;

Step S715: In first period, auxiliary circuit 150 stabilizes
gate signal SGn to second level according to gate signal
SGn-1 having first level and clock CK3 having second level;

Step S720: In second period following first period, shift
register circuit 110 outputs gate signal SGn-1 having first
level, gate signal SGn having first level, and gate signal
SGn+1 having second level to pixel array 190 and auxiliary
circuit 150;

Step S725: In second period, auxiliary circuit 150 performs
switching acceleration on gate signal SGn from second level
to first level according to gate signal SGn-1 having first level
and clock CK3 having first level;

Step S730: In second period, auxiliary circuit 150 stabi-
lizes gate signal SGn+1 to second level according to gate
signal SGn having first level and clock CK4 having second
level,

Step S735: In second period, auxiliary circuit 150 stabi-
lizes gate signal SGn-1 to first level according to gate signal
SGn having first level and clock CK2 having first level;

Step S740: In third period following second period, shift
register circuit 110 outputs gate signal SGn-1 having first
level, gate signal SGn having first level, and gate signal
SGn+1 having first level to pixel array 190 and auxiliary
circuit 150;

Step S745: In third period, auxiliary circuit 150 stabilizes
gate signal SGn to first level according to gate signal SGn-1
having first level and clock CK3 having first level;

Step S750: In third period, auxiliary circuit 150 performs
switching acceleration on gate signal SGn+1 from second
level to first level according to gate signal SGn having first
level and clock CK4 having first level;

Step S755: In third period, auxiliary circuit 150 stabilizes
gate signal SGn-1 to first level according to gate signal SGn
having first level and clock CK2 having first level;

Step S760: In third period, auxiliary circuit 150 stabilizes
gate signal SGn to first level according to gate signal SGn+1
having first level and clock CK3 having first level;

Step S765: In fourth period following third period, shift
register circuit 110 outputs gate signal SGn-1 having second
level, gate signal SGn having first level, and gate signal
SGn+1 having first level to pixel array 190 and auxiliary
circuit 150;

Step S770: In fourth period, auxiliary circuit 150 stabilizes
gate signal SGn to first level according to gate signal SGn+1
having first level and clock CK3 having first level;

Step S775: In fourth period, auxiliary circuit 150 performs
switching acceleration on gate signal SGn-1 from first level
to second level according to gate signal SGn having first level
and clock CK2 having second level, thereby stabilizing gate
signal SGn-1 at second level;

Step S780: In fourth period, auxiliary circuit 150 stabilizes
gate signal SGn+1 to first level according to gate signal SGn
having first level and clock CK4 having first level;

Step S785: In fifth period following fourth period, shift
register circuit 110 outputs gate signal SGn-1 having second
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level, gate signal SGn having second level, and gate signal
SGn+1 having first level to pixel array 190 and auxiliary
circuit 150; and

Step S790: In fifth period, auxiliary circuit 150 performs
switching acceleration on gate signal SGn from first level to
second level according to gate signal SGn+1 having first level
and clock CK3 having second level, thereby stabilizing gate
signal SGn to second level.

FIG. 7 is a flowchart of a gate driving method based on the
gate driving circuit of FIG. 3. As shown in FIG. 7, process 800
of the gate driving method used in gate driving circuit 200
comprises the following steps:

Step S810: In first period, shift register circuit 210 outputs
gate signal SGn-1 having first level, gate signal SGn having
second level, and gate signal SGn having second level+1 to
pixel array 190 and auxiliary circuit 250, where second level
is different from first level;

Step S815: In first period, auxiliary circuit 250 stabilizes
gate signal SGn to second level according to gate signal
SGn-1 having first level and clock CK3 having second level;

Step S820: In second period following first period, shift
register circuit 210 outputs gate signal SGn-1 having first
level, gate signal SGn having first level, and gate signal
SGn+1 having second level to pixel array 190 and auxiliary
circuit 250,

Step S825: In second period, auxiliary circuit 250 performs
switching acceleration on gate signal SGn from second level
to first level according to gate signal SGn-1 having first level
and clock CK3 having first level;

Step S830: In second period, auxiliary circuit 250 stabi-
lizes gate signal SGn+1 to second level according to gate
signal SGn having first level and clock CK4 having second
level,

Step S835: In third period following second period, shift
register circuit 210 outputs gate signal SGn-1 having first
level, gate signal SGn having first level, and gate signal
SGn+1 having first level to pixel array 190 and auxiliary
circuit 250,

Step S840: In third period, auxiliary circuit 250 stabilizes
gate signal SGn to first level according to gate signal SGn-1
having first level and clock CK3 having first level;

Step S845: In third period, auxiliary circuit 250 performs
switching acceleration on gate signal SGn+1 from second
level to first level according to gate signal SGn having first
level and clock CK4 having first level;

Step S850: In fourth period following third period, shift
register circuit 210 outputs gate signal SGn-1 having second
level, gate signal SGn having first level, and gate signal
SGn+1 having first level to pixel array 190 and auxiliary
circuit 250; and

Step S855: In fourth period, auxiliary circuit 250 stabilizes
gate signal SGn+1 to first level according to gate signal SGn
having first level and clock CK4 having first level.

FIG. 8 is a flowchart of a gate driving method based on the
gate driving circuit of FIG. 4. As shown in FIG. 8, process 900
of the gate driving method used in gate driving circuit 300
comprises the following steps:

Step S910: In first period, shift register circuit 310 outputs
gate signal SGn+1 having first level, gate signal SGn having
first level, and gate signal SGn-1 having first level to pixel
array 190 and auxiliary circuit 350;

Step S915: In first period, auxiliary circuit 350 stabilizes
gate signal SGn to first level according to gate signal SGn+1
having first level and clock CK3 having first level;

Step S920: In first period, auxiliary circuit 350 stabilizes
gate signal SGn-1 to first level according to gate signal SGn
having first level and clock CK2 having first level;
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Step S925: In second period following first period, shift
register circuit 310 outputs gate signal SGn+1 having first
level, gate signal SGn having first level, and gate signal
SGn-1 having second level to pixel array 190 and auxiliary
circuit 350, where second level is different from first level,

Step S930: In second period, auxiliary circuit 350 stabi-
lizes gate signal SGn to first level according to gate signal
SGn+1 having first level and clock CK3 having first level;

Step S935: In second period, auxiliary circuit 350 performs
switching acceleration on gate signal SGn-1 from first level
to second level according to gate signal SGn having first level
and clock CK2 having second level, thereby stabilizing gate
signal SGn-1 to second level;

Step S940: In third period following second period, shift
register circuit 310 outputs gate signal SGn+1 having first
level, gate signal SGn having second level, and gate signal
SGn-1 having second level to pixel array 190 and auxiliary
circuit 350;

Step S945: In third period, auxiliary circuit 350 performs
switching acceleration on gate signal SGn from first level to
second level according to gate signal SGn+1 having first level
and clock CK3 having second level;

Step S950: In fourth period following third period, shift
register circuit 310 outputs gate signal SGn+1 having first
level, gate signal SGn having second level, and gate signal
SGn-1 having second level to pixel array 190 and auxiliary
circuit 350; and

Step S955: In fourth period, auxiliary circuit 350 stabilizes
gate signal SGn to second level according to gate signal
SGn+1 having first level and clock CK3 having second level.

In summary of the above, gate driving circuits have a shift
register circuit and an auxiliary circuit disposed on two sides
of'a pixel array, thereby reducing distortion of all gate signals
through signal voltage stabilization and level switching accel-
eration of gate driving methods, which increases pixel charg-
ing time, and increases image display quality. Additionally, in
each frame period, each auxiliary transistor of auxiliary cir-
cuit only conducts during pulse period of the corresponding
gate signal, which can prevent occurrence of transistor char-
acteristic curve drift and increase operation stability.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended claims.

What is claimed is:
1. A gate driving circuit for providing a plurality of gate
signals to a plurality of gate lines of a pixel array, the gate
driving circuit comprising:
a shift register circuit disposed on a first side of the pixel
array, the shift register circuit feeding the gate signals
from the first side into the pixel array, the shift register
circuit comprising:
an (N-1)th shift register stage electrically connected to
an (N-1)th gate line of the gate lines, the (N-1)th shift
register stage used for according to a first clock gen-
erating an (N-1)th gate signal of the gate signals;

an Nth shift register stage electrically connected to an
Nth gate line of the gate lines, the Nth shift register
stage used for generating an Nth gate signal of the gate
signals according to a second clock; and

an (N+1)th shift register stage electrically connected to
an (N+1)th gate line of the gate lines, the (N+1)th shift
register stage used for generating an (N+1)th gate
signal of the gate signals according to a third clock;
and
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an auxiliary circuit disposed on a second side of the pixel
array different from the first side, the auxiliary circuit
comprising:
afirst transistor having a first terminal used for receiving
the second clock, a gate terminal electrically con-
nected to the (N-1)th gate line, and a second terminal
electrically connected to the Nth gate line, wherein
the (N-1)th gate line is configured to turn on the first
transistor when the (N-1)th gate signal is of a high
level and to turn off the first transistor when the (N-1)
gate signal is of a low level; and

a third transistor having a first terminal used for receiv-
ing the second clock, a gate terminal electrically con-
nected to the (N+1)th gate line, and a second terminal
electrically connected to the Nth gate line;
wherein N is an integer greater than 1.
2. The gate driving circuit of claim 1, wherein the auxiliary
circuit further comprises:
a second transistor having a first terminal used for receiv-
ing the third clock, a gate terminal electrically connected
to the Nth gate line, and a second terminal electrically
connected to the (N+1)th gate line.
3. The gate driving circuit of claim 1, wherein the first clock
and the second clock have non-zero phase difference, the first
clock and the third clock have non-zero phase difference, and
the second clock and the third clock have non-zero phase
difference.
4. The gate driving circuit of claim 1, wherein the auxiliary
circuit further comprises:
a fourth transistor having a first terminal used for receiving
the first clock, a gate terminal electrically connected to
the Nth gate line, and a second terminal electrically
connected to the (N-1)th gate line.
5. The gate driving circuit of claim 4, wherein the gate
driving circuit is disposed in a panel having the pixel array;
and the (N-1)th gate line is fed into the pixel array from the
first side, then transmitted to the auxiliary circuit through the
pixel array from the second side.
6. The gate driving circuit of claim 1, wherein the gate
terminal of the first transistor is directly electrically con-
nected to the (N-1)th gate line.
7. A gate driving circuit for providing a plurality of gate
signals to a plurality of gate lines of a pixel array, the gate
driving circuit comprising:
a shift register circuit disposed on a first side of the pixel
array, the shift register circuit feeding the gate signals
into the pixel array from the first side, the shift register
circuit comprising:
an (N-1)th shift register stage electrically connected to
an (N-1)th gate line of the gate lines, the (N-1)th shift
register stage used for generating an (N-1)th gate
signal of the gate signals according to a first clock;

an Nth shift register stage electrically connected to an
Nth gate line of the gate lines, the Nth shift register
stage for generating an Nth gate signal of the gate
signals according to a second clock; and

an (N+1)th shift register stage electrically connected to
an (N+1)th gate line of the gate lines, the (N+1 )th shift
register stage for generating an (N+1)th gate signal of
the gate signals according to a third clock; and

an auxiliary circuit disposed on a second side of the pixel
array different from the first side, the auxiliary circuit
comprises:
afirst transistor having a first terminal used for receiving

the first clock, a gate terminal electrically connected
to the Nth gate line, and a second terminal electrically
connected to the (N-1)th gate line, wherein the Nth
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gate line is configured to turn on the first transistor
when the Nth gate signal is of a high level and to turn
off the first transistor when the Nth gate signal is of a
low level; and

a second transistor having a first terminal used for
receiving the second clock, a gate terminal electri-
cally connected to the (N+1)th gate line, and a second
terminal electrically connected to the Nth gate line;

wherein N is an integer greater than 1.

8. The gate driving circuit of claim 7, wherein the first clock
and the second clock have non-zero phase difference, the first
clock and the third clock have non-zero phase difference, and
the second clock and the third clock have non-zero phase
difference.

9. The gate driving circuit of claim 7, wherein the gate
terminal of the first transistor is directly electrically con-
nected to the Nth gate line.

10. A gate driving method for use in driving a gate driving
circuit having a shift register circuit and an auxiliary circuit,
the shift register circuit used for providing a plurality of gate
signals to a pixel array, the shift register circuit and the aux-
iliary circuit disposed on two different sides of the pixel array,
the gate driving method comprising:

in a first period, the shift register circuit outputting an

(N-1)th gate signal having first level and an Nth gate
signal having a second level of the gate signals to the
pixel array and the auxiliary circuit, wherein the second
level is different from the first level;

in the first period, the auxiliary circuit stabilizing the Nth

gate signal to the second level according to the (N-1)th
gate signal having the first level and a first clock having
the second level,

in a second period after the first period, the shift register

circuit outputting the (N-1)th gate signal having the first
level, the Nth gate signal having the first level, and an
(N+1)th gate signal of the gate signals having the second
level to the pixel array and the auxiliary circuit;

inthe second period, the auxiliary circuit performing accel-

erated switching of the Nth gate signal from the second
level to the first level according to the (N-1)th gate
signal having the first level and the first clock having the
first level;

in the second period, the auxiliary circuit stabilizing the

(N+1)th gate signal to the second level according to the
Nith gate signal having the first level and a second clock
having the second level;

in a third period following the second period, the shift

register circuit outputting the (N-1)th gate signal having
the first level, the Nth gate signal having the first level,
and the (N+1)th gate signal having the first level to the
pixel array and the auxiliary circuit;

in the third period, the auxiliary circuit stabilizing the Nth

gate signal to the first level according to the (N-1)th gate
signal having the first level and the first clock having the
first level;
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in the third period, the auxiliary circuit performing accel-
erated switching of the (N+1)th gate signal from the
second level to the first level according to the Nth gate
signal having the first level and the second clock having
the first level;

in a fourth period after the third period, the shift register
circuit outputting the (N-1)th gate signal having the
second level, the Nth gate signal having the first level,
and the (N+1)th gate signal having the first level to the
pixel array and the auxiliary circuit;

in the fourth period, the auxiliary circuit stabilizing the
(N+1)th gate signal to the first level according to the Nth
gate signal having the first level and the second clock
having the first level; and

when the (N-1)th gate signal has the second level, the
(N-1)th gate signal making the auxiliary circuit stop
stabilizing the Nth gate signal;

wherein N is an integer greater than 1.

11. The gate driving method of claim 10, further compris-

ing:

in the second period, the auxiliary circuit stabilizing the
(N-1)th gate signal to the first level according to the Nth
gate signal having the first level and a third clock having
the first level;

in the third period, the auxiliary circuit stabilizing the
(N-1)th gate signal to the first level according to the Nth
gate signal having the first level and the third clock
having the first level;

in the third period, the auxiliary circuit stabilizing the Nth
gate signal to the first level according to the (N+1)th gate
signal having the first level and the first clock having the
first level;

in the fourth period, the auxiliary circuit performing accel-
erated switching on the (N-1)th gate signal from the first
level to the second level according to the Nth gate signal
having the first level and the third clock having the
second level, thereby stabilizing the (N-1)th gate signal
to the second level; and

in the fourth period, the auxiliary circuit stabilizing the Nth
gate signal to the first level according to the (N+1)th gate
signal having the first level and the first clock having the
first level.

12. The gate driving method of claim 11, further compris-

ing:

in a fifth period after the fourth period, the shift register
circuit outputting the (N-1)th gate signal having the
second level, the Nth gate signal having the second level,
and the (N+1)th gate signal having the first level to the
pixel array and the auxiliary circuit; and

in the fifth period, the auxiliary circuit performing accel-
erated switching of the Nth gate signal from the first
level to the second level according to the (N+1)th gate
signal having the first level and the first clock having the
second level, thereby stabilizing the Nth gate signal to
the second level.

#* #* #* #* #*



